25. ALL DISTURBED AREAS SHALL BE GRASSED, FERTILIZED, MULCHED AND
MAINTAINED UNTIL A PERMANENT VEGETATIVE COVER IS ESTABLISHED.

26 .S0D SHALL BE PLACED IN AREAS WHICH MAY REQUIRE IMMEDIATE
EROSION PROTECTION TO ENSURE WATER QUALITY STANDARDS ARE
MAINTAINED.

27. ANY DISCHARGE FROM DEWATERING ACTIVITY SHALL BE FILTERED AND
CONVEYED TO THE OUTFALL IN A MANNER WHICH PREVENTS EROSION
AND TRANSPORTATION QF SUSPENDED SQLIDS TO THE RECEIVING QUTFALL.

28. DEWATERING PUMPS SHALL NOT EXCEED THE CAPACITY OF THAT WHICH
REQUIRES A CONSUMPTIVE USE PERMIT FROM THE APPLICABLE WATER
MANAGEMENT DISTRICT.

29. ALL DISTURBED AREAS TC BE STABILIZED THROUGH COMPACTION, SILT
SCREENS, HAYBALES AND GRASSING. ALL FILL SLOPES 3:1 OR STEEPER TQO
RECEIVE STAKED SOLID S0D.

30. ALL DEWATERING, EROSION, AND SEDIMENT CONTROL TO REMAIN IN PLACE
AFTER COMPLETION OF CONSTRUCTION AND BE REMOVED OLY WHEN AREAS
HAVE BEEN STABILIZED.

31. THIS PLAN INDICATES THE MINIMUM EROSION AND SEDIMENT CONTROL
MEASURES REQUIRED FOR THIS PROJECT. THE CONTRACTOR IS RESPONSIBLE
FOR MEETING ALL APPLICABLE RULES, REGULATIONS AND WATER QUALITY
GUIDELINES AND MAY NEED TO INSTALL ADDITIONAL CONTROLS.

32. ALL EXCAVATIONS AND EARTHWORK SHALL BE DONE IN A MANNER TO
MINIMIZE WATER TURBIDITY AND POLLUTION. DISCHARGE SHALL BE
CONTROLLED AND REROUTED THROUGH HAY FILTERS, SILTATION DIAPERS AND
SUMPS. THE CONTRACTOR SHALL BE RESPONSIBELE FOR THE PREVENTICN,
CORRECTION, CONTROL AND ABATEMENT OF EROSION AND WATER POLLUTION
IN ACCORDANCE WITH CHAPTER 62-302, FLORIDA ADMINISTRATIVE CODE.

33. THE CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL OF ANY SEDIMENT THAT
LEAVES THE SITE AND CHANGES ANY DOWNSTREAM CONDITIONS BY RAISING
CHANNEL BOTTOMS AND/OR CLOGGING OUTFALL CULVERTS.

34, THE CONTRACTOR SHALL PAY FOR ANY WATER QUALITY CONTROL VIOLATIONS
FROM ANY AGENCY THAT RESULTS IN FINES BEING ASSESSED TO THE OWNER
BECAUGSE OF THE CONTRACTOR’S FAILURE TO ELIMINATE TURBID RUNOFF
FROM LEAVING THE SITE AND RAISING BACKGROUND LEVELS ABOVE EXISTING
BACKGROUND LEVEL.

35. A MINIMUM OF ONE OF THE EROSION CONTROL MEASURE OPTIONS SHOWN FOR
ALL DROP INLETS WILL BE USED BY THE CONTRACTOR.

36. FLOATING TURBIDITY BARRIERS WILL BE PLACED AT ALL OUTFALL LOCATIONS.
[F SEAGRASSES ARE PRESENT BARRIERS WILL NOT BE PLACED OVER THEM.
THE FLOATING TURBIDITY BARRIERS SHALL BE INSTALLED IN A MANNER TO
PREVENT MANATEE ENTANGLEMENT.

37. SILT FENCES OR HAYBALES WILL BE USED ALONG BOTH SIDES QOF LIMITS OF
CONSTRUCTION TO MINIMIZE OFFSITE SILTATION MIGRATION.

ERF%)SION AND SEDIMENT CONTROL NOTES

FA\WORK\$ALL\CAD-DWG\STANDARDS\CMB_ STANDARD_DETAILS\Public Works Manual\CMB Site Earthwork Details

@ —]  SITE EARTHWORK DETAILS NO.3 [SES15d
PUBLIC WORKS DEPARTMENT 05/01/2010 B EROSION AND SEDIMENT CONTROL NOTES

1700 CONVENTION CENTER DRIVE, MIAMI BEACH, FL.33139




